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TYPICAL CROSS SECTIONS

EXISTING AND PROPOSED ROADWAY AND PAVEMENT MARKING FLANS
DETECTOR LOUP REPLACEMENT PLAN

GEYAILS FOR FRAMES & LIDS ADJUSTMENT WITH MILLING
PAYEMENT PATCHING FOR HMA SURFACED PAVEMENT

CURB OR CURB AND GUTTER REMGVAL AND REPLACEMENT

BUTT JOINT AND HMA TAPER DETAIL
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STANDARDS

STD. NO.  DESCRIPTION

GOOOGI ~ O STANDARD SYMBOLS, ABBREVIATIONS AND PATTERNS
442201~ 93 CLAsSS € & 1) PATCHES

60600%-0!{ CONCRETE CURB AND COMBINATION (ONCRETE CURB AND GUTTER
0161 - 83 CFF~ROAD MOVING OPERATION, 2L, 2W, DAY OMLY

701304 *OL} LANE CLOSURE, 2L, 2W, SBORT YIME OPERATION

TOI31 '-'03 LANE CLOSURE, 2L, 2W, MOVING OPERATION, DAY ONLY

701427~/ LANE CLOSURE, MULTILANE INTERMITTENT OR MOVING
OPERATION, FOR SPEED { 40 MPH

701501~ 240 URBAN LANE CLOSURE, 21, 2W, UNDIVIDED
701701= O URBAN 1 ANE CLOSURE MULTILANE INTERSECTION
70190t ~ @Z TRAFFIC CONTROL DEVICES

TRAFFIC CONTROL AND PROTECTION FOR SIDE ROADS. INTERSECTIONS, AND DRIVEWAYS

TYPICAL APPLICATION RAISED REFLECTIVE PAVEMENT MARKERS (SNOW PLOW RESISTANT:

DISTRICT ONE TYPICAL PAVEMENT MARKINGS

TRAFFIC CONTROL & PROTECTION AT TURN BAYS (TO REMAIN OPEN T0 TRAFFIO

PAVEMENT MARKING LETTERS AND SYMBOLS FOR TRAFFIC STAGING
ARTERIAL ROAD INFORMATION SION

DETECTOR LOOP INSTALLATION DETAILS FOR ROADWAY RESURFALING

GENERAL NOTES

BEFORE SYARTING. ANY EXCAVATION, THE CONTRACTCR SHALL CALL “JAULLLE.™ AT (800 §92-0123
OR 811 FOR FIELD LOCATIONS OF BURIED ELECTRIC, TELEPHOMNE., AND GAS FAGCILITIES. 48 HOUR
NOTIFICATION IS REGUIRED.

THE CONTRACTOR SHALL COQRDINAYE CONSTRULCTION ACTIVITIES WITH UTILITY COMPANIES,
THE VILLAGE OF THORNTON, AND THE VILLAGE OF SOQUTH HOLLAND,

THE CONTRACTOR WILL NOT BE ALLOWED TO SET UP A YARD OR FIELD OFFICE ON STATE PROPERTY
WITHOUT WRITTEN PERMISSIONS FROM THE DEPARTMENT,

BUTY JOINTS witl BE INSTALLED AT THE ENDS OF ALL RESURFACING (WHERE RESURFACING MEETS
EXISTING PAVEMENT), IN ACCORDANCE WITH THE “BUTT JOINT AND HMA TAPER DETAILS,”
SHEET INCLUDED IN THE PLANS, UNLESS OTHERWISE SPECIFIED.

THE RESIDENT ENGINEER SHAL{ CONTACY PATRICE HARRIS, AREA TRAFFIC FIELD ENGINEER AT

{708) 597-8980C A MINIMUM OF TWQO WEEKS PRIOR TO PLACEMENT OF PERMANENT PAVEMENT MARKINGS,

RESURFACING OPERATIONS ON SIIE STREETS AND ENTRANCES SHALLBE REPLACED ARE PAID FOR IN KIND,

GENERAL NOTES {CONTINUED}

10 FEET TRANSITIONS SHALL BE USEQ TO MATCH PROPOSED CURB AND GUTTER

AND MEDIAN ITEMS OF WORK YO EXISTING CURBS & GUTTER AND MEDIANS IN THE FIELD,
UNLESS QTHERWISE SHOWN, THE TRANSITONS SHALL BE PAID FOR AT THE CONTRACT UNIT
PRICE FOR THE PROPOSED ITEMS OF WORK SPECIFIED.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE PROTECTION OF ALL OVERHEAD, SURFACE,
AND UNDERGROUND UTILITIES WITHIN THE PROJECT LIMITS WHETHER OR NOT THE

UTILITES ARE SHOWN ON THE PLANS. ANY UTILITY THAT IS DAMAGED DURING CONSTRUCTION
SHALL BE REPAIRED OR REPLACED BY THE CONTRACTOR AT KIS OWN EXPENSE.

THE CONTRACTOR SHALL COMTACY THE TRAFFIC CONTROL SUPERVISOR AT {8473 705-4470
A MINIMUM- OF 72 HOURS IM ADVANCE OF BEGINNING WORH.

BEFORE BEGINNING ANY WORK, THE CONTRACTOR SHALL RETAIN ANDG RECORD FOR FUTURE REFERENCE,
ALL EXISTING PAVEMENT MARKINGS LINES (AND RAJSED REFLECTIVE MARKINGS! IN QRDER THAT THESE
LOCATIONS £ay BE RE-ESTABLISHED FOR STRIPING, EXACT LOCATIONS OF AlLi PAVEMENT MARKINGS
SHALL BE AS DIRECTED BY THE ENGINEER.

ANY PAVEMENT MARKINGS AND RAISED REFLECTIVE PAVEMENT MAKERS OBLITERATED 8Y MILLING AND

ALL DAMAGE TO EXISTING PAVEMENT MARKINGS OR RAISEC REFLECTIVE PAVEMENT MARKERS QUTSIDE THE
REMOVAL LINE SHOWN ON THE PLANS SHALL BE REPLACED AT NO ADDITIONAL COST TO THE DEPARTMEMT.

ALL FAVEMENT PATCHING LOCATIONS WILL BE DETERMINED IN THE FIELD BY THE ENGINEER,

LOCATION OF COMBINATION CONCRETE CURB AND GUTTER REMOVAL AND REPLACEMENT [OR COMBINATION
CRUB AND GUTTER. (THE TYPE SPECIFIED ON THE PLANSI, WILL BE DETERMINED IN THE FIELD BY THE
ENGINEER.

DRAINAGE ADJUSTMENT QR RECONSTRUCTION LOCATIONS WILL BE ODETERMINED IN THE FIELD BY
THE ENGINEER.

IT SHALL BE THL CONTRACTOR'S RESPONSIBILITY TO VERIFY ALL DIMENSIONS anD CONDITIONS EXISTING
IN THE FIELD PRIOR TG CONSTRUCTION AND OQRDERING OF MATERIALS.

FRAMES AND GRATES ADJUSTMENT (F PRIVATE UTILITIES WITHIN THE LIMITS OF THE PRGJECTS
SHALL BE DONE BY THEIR RESPECTIVE CWNERS AND ARE NOT PART OF THIS CONTRACT.

THESE PLANS HAVE BEEN PREPARED FROM NOTES RECEIVED FROM THE SUREAU OF CONSTRUCTION.

THE THICKNESS QF THE HMA MIXTURE SHOWN ON THE PLANS 15 THE MOMINAL THICKNESS. DEVIATIONS FROM
THE MOMINAL THICKNESS WILL BE PERMITTED WHEN SUCH DEVIATIONS OCCUR DUE TO IRREGULARITIES IN
THE EXISTING SURFACE OR BASE ON WHICH THE HMA MIXTURE IS PLACED.

THERE ARE SOME BRIDGE APPROACH PAVEMENT LOCATIONS THAT ARE OVER A VAULTED AREA, EXACT
LOCATIONS BAVE TO BE DETERMINED BY THE ENGINEER IN THE FIELD.

THE CONTRACTOR WILL BE REOQUIRED TO KEEP A RECORD OF THE LOCATIONS OF PLATED STRUCTURES BY
STATION AND OFFSET LEFT OR RIGHT OF THE CENTERLINE OF PAVEMENT,

EXISTING BROKEN FRAMES AND LIDS SHALL BE REMOVED AND DISPUSED OF BY THE CONTRACTOR AND
SHALL BE REPLACED AS GIRECTED 8Y THE ENGINEER, REPLACEMENT FRAMES AND LIDS WILL BE PAID
FOR ACCORDING TO ARTICLE 109.04 OF THE STANDARD SPECIFICATIONS UMLESS A SEPARATE PAY [TEM
HAS BEEN PROVIDED.

FOR FRAMES AND LIDS ADJUSTMENT WITHQUT MILLING, REUSE EXISTING FRAME AND LID UMLESS DTHERWISE
SPECIFIED IN THE PLANS.

DG NOT SCALE PLANS FOR CONSTRUCTION DIMENSIONS,

DOUBLE LANE MARKERS ARE TO BE USED AS SHOWN ON THE DISTRICT OME DETAIL ~TYPICAL APPLICATIONS-
RAISED REFELCTIVE PAVEMENT MARKERS (SNOW-PLOW RESISTANTIY SHOWN IN THE PLANS,

PAVEMENT MARKING TAPE, TYPE I[l SHALL BE USED FOR SHORT TERM PAVEMENT MARKINGS ON ALL FINAL
SURFACES. THE COST OF THE PAVEMENT MARKING TAPE, TYPE II] AND ITS REMOVAL SHALL BE INCLUGDED
I THE COST OF SHORT TERM PAVEMENT MARKING.

WHEN MILLED PAVEMENT 1§ OPEN TO TRAFFIC THE MAXIMUM GRADE DIFFERENTIAL BETWEEN
PASSES OF THE MILLING MACHINE SHALL NOT EXCEED 1 142 INCHES WHERE THE SPEED
LIMIT 1S 45 MPH OR LESS AND § INCH WHERE THE SPEED LIMIT IS GREATER THAN 45 MPH,
WITH WRITYEN APPROVAL FROM THE ENGINEER, A MAXIMUM CRADE DIFFERENTIAL OF 3 [HCHES
MAY BE ALLOWED IF THE EDGE OF THE MILLING SLOPED A MINIMUM 13 (Vi)
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